1 Only use electrical devices with 3-conductor power cords and 3-prong plugs ( Figure 1 shows a plug with a broken ground prong -do not use). 2 Do not use cheater plugs (3-prong to 2-prong adapters, Figure 2 ). They eliminate the ground connection and increase the possibility of serious shock hazards. 3 Always unplug equipment by grasping the plug, not the cord. 4 Routinely check equipment power cords for frayed, cracked, or exposed wiring ( Figure 3 shows a plug with the ground wire pulled out, which is very dangerous). 5 Do not rest cords over hot or sharp objects. 6 Do not run cords where they may cause a tripping hazard (Figure 4 ). 7 Avoid rolling equipment over equipment cords.
Wall receptacles
8 Do not plug equipment into defective receptacles. 9 Plug equipment into wall receptacles with power switches in the OFF position. 10 Avoid using extension cords and power bars. 11 Do not overload electrical outlets by plugging in devices exceeding the current limit for the circuit ( Figure 5 ). 16 Make contingency plans for power failures.
Fuses
17 If you suspect a fault, report it immediately to your engineering department. Never assume that someone else will take care of it.
18 Report any electrical tingling sensations promptly.
19 Keep equipment dry unless it is purposely designed to be wet .
20 Wear appropriately insulated shoes in wet areas.
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